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27 and 30 Inch Wide, Double,
Discovery Wall Ovens

EO, PO, MOV and MOH

Dedicated Circuit
Required

Total
Connected Load

Approximate
Shipping Weight

240 Vac,
4-wire*, 60Hz, 50 Amp. 9.25kW (38.9A) 415 lbs.

* Two 120 Vac hot (L1 and L2), one neutral, one ground.
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For PO series models:
The Dacor color palette has been developed and implemented throughout our product offerings in order to provide designers and customers with a 
coordinating suite of products. All of our Dacor Preference products compliment the design aesthetic of today's kitchens as well as one another. Due to 
the inherent nature of color rendition, the variation of materials used to assemble these handcrafted products and manufacturing production tolerances, 
variation based upon ambient and natural lighting conditions as well as surrounding surface color and texture may cause noticeable variation in 
saturation. These Dacor products are intended to coordinate with one another and noticeable differentiation may be apparent if units are installed 
directly adjacent to one another.

 warning
Observe all governing codes and ordinances during planning �‡��
and installation. Contact your local building department for 
further information. 
This appliance must be installed in accordance with the �‡��
accompanying installation instructions.

Product tolerances: ±1/16”,  (±1.6 mm) unless otherwise stated.
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27 and 30 Inch Wide, Double,
Discovery Wall Ovens

EO, PO, MOV and MOH

NOTES:
24” (610 mm) minimum interior cabinet depth.	1.	
Back of cabinet may need to be removed.
3/4” (19 mm) support platform (flush with cutout).2.	
1/8” (3 mm) minimum clearance from appliance to 3.	
adjacent cabinet doors/drawers.

CUTOUT DIMENSIONS
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4“ Typical toe kick (shown)

3/4” (19 mm)
Support platform

Recommended
electrical 
location

9 5/8” (244 mm)
recommended

(may be altered)

1 ¾“ (45 mm) Min.
clear to top of
door for heat

exhaust

1“ (25 mm) Min.
clear to 

bottom of
door
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Model A B C
EO227

50 9/16”
(1284 mm)

25 1/2”
(648 mm)

27”
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HANDLE DIMENSIONS - SIDE VIEW

EO - Epicure 
® ® ® MO - Millennia PO - Preference

1 1/4”
(32 mm)

2 5/16”
(59 mm)

1 1/4”
(32 mm)

1 1/4”
(32 mm)

3 11/16”
(94 mm)

3 5/16”
(84 mm)

Cutout tolerances: +1/16”, -0,  (+1.6mm, -0) unless otherwise stated.


